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AT THE WORKS OF THE 


SNOWDEN FIBRE MACHINING COMPANY, LIMITED, 


BALHAM ROAD, LOWER EDMONTON, N. 


By order of ERNEST EVAN SPICER, F.C.A., the Receiver for Debenture Holder. 


CATALOGUE 


OF MODERN 


CELLULOSE PLANT AND MACHINERY 


INCLUDING 


A 9-ft. SPHERICAL RAG BOILER, 
FOUR WASHING AND POTCHING ENGINES, 


TWO BLEACH MIXERS AND TANKS, 


FOUR ALL-METAL ROTARY WASHING MACHINES, 


A 48 ELECTRIC HYDRO-EXZTRACTOR, 
TWO 42" and 48’ BELT-DRIVEN DITTO, 


PETRIE’S PATENT 5-CHAMBER DRYER 


WITH TUBULAR HEATER AND FAN, 
EIGHT RAG PULLING MACHINES, 
TWO CUTTING AND GRINDING MACHINES 
A 48’ CARDING ENGINE, 
SIX FANS, BALING PRESSES, 


A %7-ft. by 30O-ft. GALLOWAY BOILER, 
96-tube GREEN'S ECONOMISER, 


SEVEN PUMPS, NUMEROUS STEEL AND WOOD TANKS, 
WATER SOFTENING PLANT, 


TWENTY A.C. 3-PHASE ELECTRIG MOTORS 


mp to 50 h.p., 
Eleetrie Power and Lighting Installations, Sprinkler and Fire Services, 


ENGINEERS’ REPAIR TOOLS 


including a 12’ centre SCREW-CUTTING LATHE with 20-ft. gap bed, 
Drilling Machine, Emery Grinders, Power Hack Saw, Vices, Anvils, Forge, Shafting, 
Gearing, Belting, Piping, Five Weighing Machines, Trucks, ‘‘International” Time 
Clock, Laboratory Equipment, Office Furniture, Safe, Typewriter, 
STOCK OF CELLULOSE, RAGS AND MATERIALS, 
and numerous other Effects. 


GAhich will be Sold by Auction by Messrs. 


FULLER, HORSEY, SONS & CASSELL 


ON THE PREMISES, AS ABOVE, 


On’ FRIDAY, NOVEMBER 28th? "1919; 
At 10.30 O’CLOCK precisely (unless previously disposed of as & whole). mi 


May be viewed on production of this Catalogue. 
Messrs. SPICER & PEGLER, Chartered Accountants, Mansion House Street, E.C. 2. 
Messrs. FRESHFIELDS & LEESE, Solicitors, 31, Old Jewry, E.C. 2. 


Messrs. FULLER, HORSEY, SONS & CASSELL, Mechanical Auctioneers and Valuers, 11, Billiter 
Square, E.C.3. Tel. No. Avenue 3088. 


CONDITIONS OF SALE. 


I, The highest bidder is to be the buyer; and if any dispute arise between the bidders, the 
lot in dispute is, at the Auctioneers’ discretion, either to be immediately put up again and re-sold, or 
the Auctioneers may decide the dispute. The Vendor reserves the right to bid by himself or his agents 
or to alter, vary or withdraw any lot or lots before or during the sale. No person shall retract his or 
her bidding. 

II. A purchaser, if required, is to pay immediately five shillings in the pound as a deposit and 
in part payment of the purchase money, and to declare his name and place of abode, in default of . 
which any or all of the lots he may have previously purchased may be put up again and re-sold. 
The deposit paid shall be held by the Auctioneers as a general deposit on the whole amount of the 
purchases of the buyer by whom such deposit shall be made. 

III. Every person whilst on the premises before, during or after the sale shall be deemed to be 
there at his own risk and with notice of the condition of the premises, and that the dismantlement 
of the plant and machinery will be, is being, or has been carried out, and no person shall have or 
make any claim against the Vendor or the Auctioneers or the owners of the premises where the sale 
takes place in respect of any injury he may sustain or accident which may happen. 

IV. Each purchaser to pay the whole amount of his purchase money for all lots bought by him 
before any lot or lots can be removed, and the whole amount due from each purchaser must be 
absolutely paid within six days after the day of sale (whether any lot or lots purchased are or 
are not cleared away), and if not paid within such time all money deposited in part payment shall 
be absolutely forfeited, and the Auctioneers shall be at liberty to re-sell the lot or lots or any 
part thereof remaining unremoved by public or private sale, without giving previous notice to 
the purchaser; and any deficiency which may arise on such re-sale, together with all expenses 
attending the same, shall be made good by the purchaser. Neither the Vendor nor the Auctioneers 
will be responsible for any lot or part of any lot after the fall of the hammer, from which 
time all lots purchased are at the entire risk of the purchaser; no lot shall be removed until 
after the day or final day of sale as the case may be. The acceptance by the Auctioneers 
of a transfer order shall not diminish or prejudice the Vendor’s or Auctioneers’ rights under 
these conditions of sale. Any loss, damage or deterioration of or to any lot or lots happening 
after the fall of the hammer shall fall on the purchaser thereof. 

V. The purchaser is deemed to have inspected the lots he buys. If he buys without previous 
inspection he does so at his own risk. Lots sold by weight are to be taken to the scales and weighed 
by and at the expense of the purchasers. All lots must be absolutely removed and cleared away 
from the premises by and at the expense of the purchaser by Wednesday, December 24th, 1919. 
No allowance can in any case be made, nor will the Vendor be answerable for any deficiency 
in quantities or measurements, when the purchaser, his agent, carrier or man employed by him 
has removed his lot or lots from the premises, If any lot is not cleared away within the specified 
time, the purchasers shall (but without prejudice to the Auctioneers’ rights under these conditions) 
pay as rent a sum equal to 5 per cent. per week on the purchase price of such lot. This rent shall be 
deemed part of the purchase money of such lot. 

VI. The purchasers shall be answerabie for any damage occasioned to any other lot by the 
removal of their respective lots, or to the premises, and to repair the same before the removal of 
their lots. The lots are sold with all faults and errors of description and no allowance will be made 
for mis-description or mis-measurement. In the event of a third party claiming the whole or any 
part of a lot before its removal from the premises, or if, in the Auctioneers’ opinion, the removal 
of any lot will endanger or damage any building, the Auctioneers may, by written notice to the 
purchaser of such lot delivered to him or his agent, or sent by post to his place of abode or business 
last known to the Auctioneers, rescind the sale of such lot. The purchaser shall then be re-paid his 
deposit or purchase money, but shall not have or make any other claim. 

VII. If any lot is not cleared away in accordance with the conditions of sale, the Auctioneers 
may remove the same at the expense and risk of the purchaser, who shall pay every expense attending 
such removal and the cost of making good all damage occasioned thereby. Any purchaser who does 
not remove and clear away within the specified time any lot purchased by him shall be responsible for 
any damage suffered by the purchaser of any other lot by reason thereof and shall keep the 
Auctioneers and the Vendor indemnified against all claims by such purchaser. The Auctioneers shall 
not be responsible to the purchaser for any damage occasioned by such removal by them and may if 
they think fit sell the lot so removed (although the purchase money has been paid) either by public or 
private sale without giving previous notice to the purchaser, and shall pay ‘to the purchaser the 
proceeds of the sale after deducting all costs and expenses attending the removal and of making good 
such damage occasioned by such removal, and of the sale and the damage suffered by the purchaser 
of any other lot. 

VIII. Where the weight or measurement of a lot is stated in the catalogue the purchaser can 
accept same as correct or have the lot re-weighed or re-measured. If he adopt the former alternative 
no claim in respect of short weight or measurement will be recognised. If he adopt the latter and 
the weight or measurement be found to be greater or less, the purchase price will be increased or 
reduced accordingly. 

IX. If any. dispute or difference arise about any lot, or any other subject, the same to be 
settled by the Auctioneers or the person appointed to deliver, whose determination shall be final and 
binding on all parties concerned. 

Lastty. On neglect or failure to comply with the above conditions or any of them, or on non- 
performance or non-fulfilment of all or any of them, the money deposited in part payment shall be 
absolutely forfeited, and the Auctioneers shall be at liberty to re-sell the lot or lots, or any part 
thereof remaining unremoved, by public or private sale, without giving previous notice to the 
purchaser; and any deficiency which may arise on such re-sale, together with all expenses attending 
the same, shall be made good by the defaulter or defaulters at this present sale. 


AT THE 


CELLU LOSH WORKS 


OF THE 


SNOWDEN FIBRE MACHINING GOMPANY, LIMITED, 


BALHAM ROAD, 
LOWER EDMONTON. 


Close to LOWER EDMONTON STATION (G. E.R.) and Main 
Tram Routes. 


CATALOGUE. 


On FRIDAY, NOVEMBER 28th, 1919, 


At 10.30 O’CLOCK precisely. 


Main Factory. Upper Floor. 
Lot 
1 Stack of matchboards and other useful timber 


2 Three pairs hand rag cutting knives on wood blocks and stand 


38 A 4-cwt. Portable Weighing Machine, by Fairbanks, plate 
Be 0” x i! gx" ; 

4 A 36” Rag Cutting Machine with 6 circular steel cutters on 
spindle and bearings, 2 wood drums 26” diam. 36” wide, endless 
band conveyor, driving gear, wood framing and fittings and 6 spare 
cutters 


5 Pair of cast iron Bleach Mixers, by Masson, Scott & Co., Ltd., 
each 5 ft. diam. 6 ft. deep with agitators, vertical spindles, 
crown wheels and pinions, 24" driving shaft with band pulley, 
clutches and bearings; on two 6” x 5” steel bearers 11’ 3” long 
each, pipe connections and fittings (as marked) 


Lot 


10 


| 


12 


13 


14 


15 


16 


17 


f 


Parts of a rotary screening machine with wood drums, 2 driving 
shafts, steel and wood framing, hopper and fittings 


A 15" Dust Exhaust Fan, by Keith, Blackman & Co., band pulley 
and sheet-iron casing (loose) 


Quantity of loose 138” circular and 15” x 7” rectangular sheet-iron 
dust trunking 


A 5-B.H.P. 3-phase A.C. Electric Motor, by Fuller Electrical 
Co., 415 volts 7 amps. 50 periods 1,420 revs. (No. 10,181), band 
pulley 6” x 7”, slide rails, starter and switch (loose) 


Length of 23” shafting 12’ 6” long with 2 plummer blocks and 
8 pulleys, a 2” countershaft with 2 hangers and swivel bearings 
and 8 iron pulleys; also 2 jockey pulleys (as marked) 


The matechboarded partitions and raised timber staging round mixers 
(as marked) 


Portable Hand Crane (on Roof) with latticed steel derricking 
jib 12 ft. long, to lift 12 ewt. at 9 ft. radius and 6 ecwt. at 12 ft., 
single-purchase gear, steel wire rope and cast iron weight box, 
fitted on 4-wheel steel-framed wood bogie and timber bearers ~ 
under 


First Floor. 


A cast iron Bleach Tank (in plates) 6’ 0” x 5’ 10” x 4' 10" deep, 
pipe connections and wood enclosure over (as marked) 


A ditto of similar dimensions (outside) carried on three 7” x 4” 
’ steel bearers 9 ft. long and brick piers (as marked) 


A hand baling press, for bales up to 5 cwt. with iron and timber 
framing and enclosures, double hand ratchet gear with steel wire 
ropes, pulleys and fittings 


A ditto 


Lot 
18 


1g 


20 


24 


25 


5. 


A waste collecting chamber with sheet-iron enclosure 9’ 0” x 7’ 9” 
x 6’ 0" high, iron-framed wood floor, collecting sheet, 2 wood 
rollers and fittings 


A No.7 “Cyclone” Exhaust Fan, by Matthews & Yates, in sheet 
iron casing (loose) 


A 48" Carding Engine with cylinder 4 ft. diam., 16” feed, 
stripping and other rolls, endless feed apparatus, driving gear, fast 
and loose pulleys and fittings 


Ten lengths new 2” carding band about 500 ft. run 


A wood drum 28” diam. 50” wide, and 82 small wood rolls with 
iron spindles 


A 7-ewt. Portable Weighing Machine, by Heath ¢ Son, plate 
2" 9" < 2' 6" fitted back rail and 8 folding extension flaps (reserved 
6 days) 


A 19” hand wringing machine, by Harris 


Ground Floor. 


Nore.—The Vendors will enlarge the doorway opening to facilitate the 


26 


27 


28 


removal of following Lot. 


A nearly new 9-ft, Spherical Rag Boiler, by Masson, Scott & Co. 
(tested to 250 lbs. w.p.) with 3” double-riveted steel plates, fitted 
feed and discharge door and cover, 3” iron outlet cock, steam 
gland and stuffing box, 2 safety valves, pressure gauge, heavy cast 
iron A standards, worm driving gear with fast and loose pulleys 
and strap apparatus, overhead countershaft, steam connections 
and fittings 


A 10-B.H.P. 3-phase A.C. Motor, by fuller Electrical Co., 415 
volts 15 amps. 715 revs. (No. 3,526), band pulley 8” x 8", starter, 
switch and connections (as marked, motor loose) 


The raised deal flooring under rag boiler (as marked) 


Lot 
29 


30 


dl 


32 


33 


34 


Q 
A 10-cwt. Portable Weighing Machine, by Avery, plate 2' 6” 
<x 2' 5” (reserved 6 days) 


A nearly-new Petrie’s patent 5-Chamber Drying Machine (No. 1 
size), by John Petrie, Jun., Ltd., Rochdale, with steel-framed sheet 
iron casing in 4 bays, overall dimensions 21’ 2” long 6’ 0" wide 
10’ 6” high, fitted 5 drying trays composed of channel steel, 
alternate fixed and moving bars, the latter having rising, falling 
and forward motions actuated by outside crank discs of about 7” 
stroke, endless steel lattice feed and delivery brattices with 
sprockets and chains, feed rollers, driving gears with fast and 
loose pulleys, strap apparatus and overhead countershaft. Below 
the machine is a live-steam Tubular Heater 5 ft. diam. 12 ft. 
long with 600 12” steel tubes and hot air duct to dryer, and at side 
is a belt-driven No. 6 “Sirocco” Blast Fan with air trunk to 
heater, steam and exhaust connections and fittings (as marked) 


A 75-B.H.P. 3-phase A.C. Motor, by Fuller & Co., 415 volts 
11°6 amps. 960 revs. (No. 12,444), starter and switch (loose) 


A 5-B.H.P. ditto (No. 10,180), by same makers, 415 volts 7 amps. 
1,420 revs. 


A 1-B.H.P. ditto, by Woolnough, Lang, Ltd., 415 volts 1,400 revs. 
(No. 2,259) 


A belt-driven horizontal Lift and Force Pump, #” plunger 
7” stroke, band fly wheel and connections (as marked) 


An 8-day clock, by Saint 


Thirteen new black steel sheets, 14 and 16 S.W.G., size 6 ft. by 8 ft. 


Lot 
4] 


43 


4 


46 


47 


48 


49 


Rag Washing House. 


Potching Engine, by Masson, Scott ¢ Co., Ltd., 1915, with cast 
iron tank (in 2 sections) 18 ft. by 9 ft. by 3 ft. deep, 2 beater 
rolls 5’ 6” x 4’ 6” and 4’ 8” x 3’ 9” fitted steel bars, copper- 
covered drum washer 3’ 6” diam. 3’ 0” wide, 20” gun metal outlet 
valve with iron lever, counter driving motion and gearing under, 
pipe connections and fittings (as marked) 


Ditto of practically similar description 


Washing Engine with pine tank 9’ 6” x 4’ 4” x 2’ 0” deep, 
wood drum 2’ 6” diam. 1’ 10” wide with wood bars, spindle, band 
pulley and fittings (as marked) 

Ditto 


A 48” Electric Hydro-Extractor, by Masson, Scott & Cv., Ltd., 
with steel basket 15” deep, cast iron outer casing, self-contained 
7-h.p. 3-phase A.C. Pillar Motor, by Broadbent, 415 volts 
12 amps. 950 revs. (No. 1,186), starter, switch and fittings (as 
marked) 


A belt-driven 48” Hydro-Extractor, by Broadbent & Sons, Ltd., 
with copper basket 16” deep, under driving gear, countershaft 
and fittings 


A 42” ditto, by Broadbent, with copper basket 16” deep, counter- 
shaft and fittings 


A left-hand double-geared All-Metal Rotary Washing Machine, 
by D. é J. Tullis, Lid., with brass 2-compartment inner cage 
2/' 10" diam. 6’ 0” wide, steel outer case, overhead driving gear 
with reversing pulleys, countershaft, steam and water connections 
(as marked) 


A ditto, by same makers, 2’ 10” diam. 5’ 6” wide and similar fittings 
(no countershaft) 


Lot 
50 


56 


58 


59 
60 
61 


62 


63 
64 
65 


A ditto of similar description 
A ditto 


A right-hand single-geared Metal and Wood ditto, by Bradford, 
with 2-compartment pine inner cage 2’ 11” diam. 6’ 0” wide, cast 
iron ends, overhead driving and auto reversing gears and fittings 


A ditto, by Bradford, 3 ft. diam. 6 ft. wide and similar fittings 
A range of five 38” fir washing tanks each 6 ft. by 4 ft. by 4 ft. deep 


A 30-B.H.P. 3-phase A.C. Motor, by The Fuller Co., 415 volts 
40 amps. 960 revs. (No. 9,156), band pulley 11” x 8", slide rails, 
steel bearers, starter, switch and connections (as marked) 


A belt-driven centrifugal pump with 4” outlet, fast and loose pulleys 
and connections 


Line of 22” Steel Shafting 35 ft. with 1 pair couplings, 
5 plummer blocks and 7 iron pulleys (not the wall box) 


The Steel Gantry to carry shafting, &c., comprising nine 8” x 4” 
joists 130 ft. run and four 5” xX 42” stanchions 34 ft. run 
(partly dismantled) 


Five 12” x 6" steel joists (under potechers) 80 ft. run 
Sixteen 5-ft. lengths 6” x 3” steel channel 
New light angle, [, flat and hoop iron in one stack 


The 3” and 4” timber staging and gangways round potchers and 
-washers (partly asphalted) on timber and steel bearers and 
uprights (as marked) 


Ten 4-wheel and 2-wheel wood washhouse trolleys at each 


Lot 


75 


76 


80 


81 


Pulling Machine House. 


An 18” Rag Pulling Machine, by Wm. Tatham, Ltd., Rochdale, 
1915, with pair fluted feed rolls, lever and balance weights, wood 
drum 3’ 3” diam. fitted steel spikes, endless feed brattice, flock 
blower, driving gear, iron casing and trunk connections (as marked) 


A ditto 
A ditto 
A ditto 
A ditto 
A ditto (partly dismantled) 


Three new drums suitable for above macliines 


A 36” Rag Duster with drum 24” diam. 4 ft. wide fitted wood 
beaters, pair steel fluted feed rolls, adjustable wire screen under, 
cast iron side frames, band pulley and fittings 


Six deal stuff bins various 


Seven ladders, 2 pairs folding steps, 5 forks, 2 rakes, pails and 
sundry wood trestles, forms and stools 


Quantity of loose rectangular and circular 11” to 15” sheet-iron 
trunking 


A 30-B.H.P. 3-phase A.C. Motor, by The Fuller Electrical Co., 
415 volts 40 amps. 960 revs. (No. 12,558), with band pulley 
124” x 83”, slide rails, starter, switch and fittings (as marked) 


A 30-B.H.P. ditto (No. 9,155), of similar description 
A 80-B.H.P. ditto (No. 9,157) (loose) 


A 20-B.H.P. ditto 415 volts 29 amps. 960 revs. (No. 10,184), with 
starter and switch (loose) 


A 20-B.H.P. ditto (No, 10,185) of similar description (motor loose) 


Lot 
82, 


eh 


92 
93 


94 
95 
96 
97 
98 


10 
Line of 3” steel shafting 16 ft. with 1 pair couplings, 1 cast bracket, 
4 plummer blocks and 4 iron pulleys 


Hight lengths loose shafting, 8” to 2”, 79 ft. run with 3 half couplings 
and 8 iron pulleys 


Hight short lengths 23” to 14” ditto 51 ft. run (no fittings) 


A 7-ewt. Portable Weighing Machine, by Fairbanks, plate 3’ 6” 
x 2' 5” fitted back rail (reserved 6 days) 


Four 8" x 4” steel joist bearers 5 ft. long each on two 4” x 8" steel 
frames 


A 4” Parkinson’s parallel vice on wood stand 

A 15" Blackman fan with band pulley 

A galvanized steel tank 3’ 1” « 2’ 2” x 2’ 2” deep 

Matchboarded and glazed partition across building 28’ 6” X aver. 


12’ 0” with pair half-glass sliding doors 


Black Grinding Room. 
An 18" Rag Pulling Machine, by Wm. Tatham, Ltd., Rochdale, 
of somewhat similar description to Lot 66 


A ditto 


A Flock Cutting and Grinding Machine with rotary screen, 
six 86” steel rollers fitted diagonal knives, fixed steel-bladed 
concave beds, driving gears, iron shoots, timber framing and 
fittings (as marked) 


A ditto, of similar description 

A .24" Sturtevant dust exhaust fan with band pulley and fittings 
A ditto 

A 10" ditto, by Matthews & Yates (loose) 


The 6” and 15” sheet-iron dust trunks to 4 machines about 220 ft. 
run (as marked) 


Lot 
99 


100 


101 


102 


103 


104 
105 


106 


107 


108 


109 
110 
111 


112 


11s 


11 


A 8" counter driving motion 7 ft. long with 8 bearings, 2 cast 
standards, 4 iron pulleys, sprocket wheel and pinion (on motor 
spindle) and a 6” Morse steel driving chain 


A 3" ditto 7 ft. with 1 standard, 2 bearings and 6 iron pulleys (not 
the wall box) 


A 50-B.H.P, 3-phase A.C. Motor, by The Fuller Electrical Co., 
415 volts 65 amps. 950 revs. (No. 10,186) with starter, switch, 
controller, ammeter and fittings (as marked) 


A 50-B.H.P. ditto, by British Thomson-Houston Co., 415 volts 
66 amps. 965 revs. (No. 5,915) with starter, switch, controller, 
ammeter and fittings (motor loose) 


A 80-B.H.P. ditto, by The Fuller Co., 415 volts 40 amps. 950 revs. 
(No. 11,823) with starter and switch, slide-rail bed and connections 


Two steel joist bearers and steel framing (urider Lots 99 and 101) 


Seven steel grinding rolls, 15 concave beds and a large quantity of 
spare gearing and parts for grinding machines 


The timber foot-staging round machines with flight of 14 wood steps 


Four 4-wheel shop trolleys and 5 sack trucks 


Covered Way and Stores. 


Two sheet-iron dust collecting boxes fitted 21 spouts and the trunk 
connections from fans (as marked) 


Eleven scaffold boards 10 ft. to 13 ft. and 7 short scaffold poles 
Kight galvanized iron bins various 


Heavy machine parts, gearing, pulleys, countershafts, iron rolls and 
useful wrought and cast material in one stack 


Kighteen heavy cast iron standards, hangers and brackets and 
2 wall boxes 


Three cast iron radiators various and a steam trap 


Ty 


126 


127 


128 
129 


130 


131 
132 


12 
Large quantity loose wrought piping 3” to 4”, bends and pipe 
fittings (in stack and on roof principals) 
Stack of useful wrought and cast material 
New 12” steel spikes for pulling machines, &c., in box 
A 22" portable forge and an anvil about 1 cwt. 
A nearly-new navvy barrow 


Useful timber and firewood in large stack 
A 650-gallon Steel Tank 6’ 9” x 6’ 3" x 2’ 5” deep (loose) 


A 500-gallon ditto 10’ 9” x 3’ 10” x 2’ 2” deep 


Two smaller tanks 


Machine House. 


An experimental paper-making machine with wood beating engine, 
stuff chest, metal strainer, centrifugal pump, steel drying 
cylinder, driving gear, countershaft and fittings (as marked) 


A belt-driven geared horizontal Pump about 4” cylinder 4” stroke, 
air vessel, bedplate and connections 


A 2-ewt. iron sack weighing machine and weights, by Poupard, 
and a set of counter scales and weights | 


-A 24” Sturtevant exhaust fan, 12” connections and band pulley loose) 


A steel tubular heater 18” diam. 5 ft. long with 14” tubes (loose) 


Line of 2” Shafting, 30 ft., fitted 1 pair couplings, 1 hanger, 
4 plummer blocks 4 iron and 5 wood pulleys and a loose length 
of 22” ditto 13’ 4” fitted half coupling 


Large sheet-iron lined wood bin, a deal bench and sundry timber 


Lot 
mate 


134 
185 
136 
137 
138 
139 
140 


141 


142 


143 


144 


145 


146 
147 


13 


Fitters’ Shop. 


A 4" Parkinson’s parallel vice 

A ditto 

A ditto 

A ditto, by Athol Machine Co. 

Two 53” and 4” staple vices and a 8” pipe vice 

A hand fly punching press 14” screw 4” stroke 

A ditto | 

A 24” Pillar Drilling Machine (for power or hand) with 1” 


spindle, drill 6” deep, rising, falling and swinging table, 53” 
machine vice, 3” drill chuck, fast and loose pulleys and wood stand 


A double-ended Emery Tool Grinder with fast and loose pulleys, 
iron stand and 2 spare emery wheels 


A Power Hack Saw, by The Millurs Fall Co., 6" stroke with 
machine vice, band pulley and iron stand 


An Atherton’s patent 60’ Knife Grinding Machine with auto 
traversing head, iron bed, self-contained driving shaft, fast and 
loose pulleys and fittings and a new 12” x 4” carborundum wheel 


A 12” centre double-geared Slide and Screw-Cutting Lathe 
with gap bed 20 ft. long, gap will admit 48” x 20", 5-speed cone 
for 8” belt, compound slide rest and saddle, face plate 4 ft. diam., 
24" driving plate, change wheels, grinding head, steady, 2 over- 
head motions, quantity lathe tools and spare gear and a wrought 
iron crane jib 4 ft. radius (as marked) | 


A east iron Smiths’ Hearth, by Alldays & Onions, 8' 0" x 2! 9" 
with hand blower, water tuyere iron and back, wrought iron hood 
and chimney 


Six pairs smiths’ tongs and 24 top and bottom tools 


Anvil 2 cwt. 1 qr. 18 lbs. 


Lot 
148 


149 
150 
151 
152 


153 


154 


155 
156 


157 


158 


159 


160 
161 


162 


163 


164 


14 


Swage block 14” x 14” x 4” thick on east iron stand 

Set of 2-ton Weston’s chain blocks 

Set of 10-cwt. ‘ Eclipse” worm-geared ditto 

Set of ditto 

Set of ditto 

A set of Stocks and Dies, by Uhe Card. Manufacturing Co. (in 


case), with 2 solid stocks, 2 tap wrenches, 9 dies and 25 taps 
from 3” to 1" | 


A No. 5 “Oster” patent stock with 2 sets of dies to screw from 
124” to 3” 


A No. 2 ditto with 3 sets of dies from 4" to 1}" 


wo sets of solid stocks with 7 dies from 4” to 14” and 8 taps from 
3" to 14” | 
+ 2 


Two large tap wrenches and 8 taps #” to 24” 


Three ‘ Vulean’’ chain wrenches, 2 sledge hammers, 7 chipping 
hammers, files, spanners, chain slings, oil cabinet and sundry 
tools and material on bench 


Quantity of pipe fittings, bolts and nuts, &c., in bins and drawers 
(as marked) 


Useful wrought and cast material in one stack 


Twenty ‘Simplex’ fire extinguishers, by Mather ¢ Platt, and 
4 “ Pyrene”’ ditto : 


Six deal benches, 4 large cupboards, range of bins and nest of 
6 drawers (as marked) 


Fifteen lengths of prepared timber from 12” x 22” to 14” x 43” 
about 220 ft. run (on roof principals) 
A 20-B.H.P. 3-phase A.C. Motor, by The Fuller Co., 415 volts 


29 amps. 960 revs. (No. 10,643), with slide rails (loose, no band 
pulley) 
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Lot 

165 A 10-B.H.P. ditto, by same makers (No. 12,575), 415 volts 
14 amps. 1,420 revs. with band pulley, slide rails, starter, switch, 
fuses and connections 

166 A 10-B.H.P. ditto (No. 10,183), 415 volts 13°5 amps. 1,400 revs. 
(loose) 

167 A 5-B.H.P. ditto (No. 10,182), 415 volts 7 amps. 1,420 revs. 
(loose, no pulley) 

168 Length of 23” shafting 11 ft. long with 2 J hangers and bearings 
and 4 iron and 1 wood pulleys (not wall box) 

169 Two spare 36” steel flock grinding rolls with concave beds and 
fittings 

170 About 255 new and second-hand pulling machine battens fitted steel 
spikes 

171 ‘Two 8” and 13” metal ball valves and fittings 

172 Twelve 24” gun metal wheel valves at each 

173 Thirteen ditto at each 

174 Fourteen 24” to 14” ditto | at each 

175 Twelve 12” ditto at each 

176 Forty-one 1” ditto at each 

177 A 2” gun metal reducing valve and four 3” patent iron valves 

178 Scrap gun metal and brass in box 

179 Mid purple brown paint, linseed oil putty, &c., in 2 drums and 
one keg 

180 A 64” double-leather belt 40 ft. at per ft. 

181 Seven new Balata and Gandy belts 6” to 1” 152 ft. at per ft. 

182 Seven used ditto 12” and 6” 200 ft. at per ft. 

1824 Thirteen 7” to 4” ditto 285 ft. at per ft. 

1828 Fifteen 4” to 24” ditto 272 ft. at per ft. 

182c Twenty-two 38” to 1” ditto 440 ft. at per ft. 


182p Old belting various 


Lot 
1838 


198 


93 
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Boiler House. 


Large quantity of circular and rectangular sheet-iron trunking, 
bends, &e. (in Store over) 


Wrought and cast machine parts and useful ironwork in large stack 
and bins (as marked) 


Quantity of plummer blocks and bearings (partly fitted brasses) 
Kight wrought split pulleys from 48” x 12” to 24” x 44” at each 


Ten ditto 26” x 5” to 22” x 5” at each 
Eleven ditto 18" x 5" to 7” x 7" — ) at each 
Six cast split ditto 24” «x 20” to 22” x 8” at each 
Kighteen solid ditto 26” « 12” to 12” x 3” at each 
‘Ten wood pulleys 24" x 62” to 6” x 10” at each 


Copper hot-water geyser 12” diam. 24” high on iron base 
A 54” x 33” X 5" Worthington duplex steam pump (faulty) 
Wrought and cast piping, valves and pipe fittings (as marked) 


Two 8” < 11” deals 40 ft. run and 2 ranges of deal bins 


A Water Softening Plant, by James Wilson, Wandsworth 
(capacity 3,000 gallons per hour) with supply and distribution 
tanks, lime mixing tank with auto feed gear and galvanized 
delivery trough to a 6,000-gallon steel settling tank 16’ 6” x 
8’ 6" x 7’ 0" deep with 3 internal divisions, a 900-gallon sand 
filter tank 7’ 6” x 4' 9” x 4’ 0” deep with small delivery tank 
at end fitted ball valve, connections to pump, valves and cocks, 
timber staging, steel bearers and framing, hand rails and wrought 
iron ladder (as marked) 


Two steel solution tanks 3’ 0” « 2’ 6” x 2’ 6” and 2’ 6” x 2’ 0" 
x 1’ 0” deep with outlet cocks and fittings (as marked) 


Lot 
200 


201 
202 


206 
207 
208 


209 
210 
211 
212 


2138 


214 


Wy) 


A 500-gallon steel tank 5 ft. by 4 ft. by 4 ft. deep fitted 1” steam 
coil, ball valve, 3” iron outlet cock and pipe connections to pump 
on 6 steel bearers and stanchions (as marked) 


A 250-gallon tank 4’.2” x 8’ 3” x 8’ 0” deep (loose) 


A Duplex Steam Pump, by Smith &¢ Vaile Co., Dayton, U.S.A, 
about 6” x 4” x 5”, steam and exhaust connections (as marked) 


A horizontal belt-driven geared Pump, about 6” x 6”, with fast 
and loose pulleys and connections 


A 2-B.H.P. 3-phase A.C. Motor, by Woolnough, Lang, Lid., 
415 volts 1,400 revs. (No. 2,880), with band pulley, slide rails, 
switch, fuses and connections 


A “Galloway's” Lancashire Boiler (No. 12,981 of 1910), 7 ft. 

diam. 30 ft. long, 7%” shell, flues 2’ 9” diam., forced draught 
apparatus, 2 lever safety valves, stop and feed valves, blow-off 
cock. water and pressure gauges, dampers, chains and balance 
weights, connections and fittings (as marked) 


Hight wrought iron stoking tools and a shovel 
The brick seating to boiler (as marked, no ironwork included) 


A 96-tube “Green’s” Economiser with 4” tubes, scrapers, 
chains and gearing, driven by an independent horizontal steam 
engine about 4” cylinder 5” stroke, connections, fittings and brick 
enclosure (as marked) 


Lime in 8 bags and slag wool in 2 bags 
A new iron ash barrow and 2 sack trucks 
Engine Oil in two 40-gallon casks 


A closed-top oil tank 2 ft. by 2 ft. by 2 ft. on iron stand and a steel 
cask (with contents motor oil and boiler composition) 


Five empty wood casks, deal bench, 2 small cupboards, timber and 
sundries (as marked) 


Lot 
915 


216 


217 
218 


227 


228 
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Outside. 


A 10" belt-driven Centrifugal Pump, by Masson, Scott & Co., 
with band pulley and connections 


A 5-B.H.P. 3-phase A.C. Motor, by The Fuller Co., 415 volts 
7 amps. 1,400 revs. (No. 7,350), with band pulley, belt, timber 
bearers, starter, switch and connections 


Large stack of useful timber and firewood 


Three galvanized steel tanks 10’ 6” x 1’ 9” x 1’ 2" and 9’ 0” x 
1’ 6” x 1’ 4” @ fitted 4 iron wheéls) 


A 240-gallon tank 6’ 0” x 2’ 2” x 3’ OW and 2 smaller ditto 3 


Front Yard. 


Fifteen wood tanks each 3’ 6" x 2’ 0" x 2’ 6" deep 
Four ditto 3’ 6” « 8’ 6" x 2! 4" deep 

Stack of light iron 

Stack of short steel joists and stanchions 


About 50 empty acid carboys 


The Wrought Water and Steam Piping throughout Works 
comprising about 1,000 ft. run of 2” to 4” with 27 metal and iron 
valves and cocks, pressure gauge and fittings (as marked) 


The Cast Iron ditto from 3” to 6” about 200 ft. run with 6 metal 
and iron cocks and valves (as marked) 


The Grinnell patent Sprinkler Installation, by Mather & Platt, 
Ltd., with about 212 sprinkler heads, 4” to 6” steel main piping about 
140 ft. run, 4” to 3” wrought iron ditto about 2,200 ft. run with 
3 metal and iron valves and cocks, 2 pressure gauges, steel alarm 
gong, connections and fittings throughout Works (as marked) 


Lot 
229 


230 


931 
932 


233 
234 


235 
236 
237 
238 


239 
240 
241 
242 
243 
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The Fire Service comprising six 3" hydrants, 3" wrought iron 
pressure mains about 3380 ft. run, five 45-ft. canvas hoses, 4 copper 
branches and 4 hose cupboards (as marked) 


The Electric Power and Lighting Installations comprising 
an enamelled slate main switchboard in 4 panels fitted 9 
50-amp. triple-pole iron-clad combined switches and fuses; 4 
20-amp. ditto, a slate ighting panel fitted 8 double-pole 20-amp. 
switches; a 150-amp. triple-pole iron-clad main power switch, a 
60-amp. ‘‘ Ajax” hghting control switch and the whole of the cables 
and wiring throughout the Works, Offices, &¢., enclosed in 
“Simplex” tubing; with the necessary fuses, cut-outs, switches, 
lamps and fittings (as marked) 


Seventeen 8” ironclad electric bulkhead lights (in Store adjoining) 
at each 


Small electric fan, telephone instruments and quantity switches, 
fuses, electrical gear, “‘ Simplex” tubing and fittings (as marked) 


Loose electric power and lighting cable and wiring 
Cotton webbing in 8 rolls, iron-wire gauze in 7 rolls and quantity 
iron wire in coils 7 


Stores (next Offices). 


Two small tables and a cupboard 
A stained deal glazed cabinet 5’ 6” wide in 2 heights 
A single ditto 5 ft. wide with pair glazed sliding doors 


The whole of the plain and printed books, bags, labels and 
stationery in cabinet and on shelves 


Sixty-two new 60-watt 240-volt “Tidiswan” electric lamps at each 
Twenty-five 16 and 32-c.p. ditto at each 
Cast iron ‘“‘ Tortoise” stove, benches and shelves (in Mess Room) 


A 86” pine sample cabinet fitted 12 drawers 


Lot 
244 
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Laboratory, 
A 6” Chemical Balance, by (ertling, in glazed case and set of 
brass and aluminium weights up to 50 grammes 


A 8" ditto, by Paul Bunge, Hamburg, in glazed case and weights 
up to 50 grammes 


An 8" ditto (no case or weights) 


A set of Standard Metric Weights up to 50 grammes. by 
Oertling, with certificate, in case 


Kleven gutta percha acid jugs 
A nearly-new large leather cash bag 


A copper water-jacketed drying oven, by Baird & Tatlock, 12" xX 
10” x 14” high and fittings | 


A ditto of similar description and a smaller ditto 2 


Two copper water baths, by Baird & Tatlock, 19" x 63" x 4” each 
fitted 8 nickel ‘“ Iris” diaphragms 4” diam. 


Four No.6 high-pressure gas burners, by Pletcher Russell, foot 
bellows and blow pipe and quantity of Bunsen burners.and utensils 
(as marked) 


Kight glass desiccators and the whole of the glass crucibles, test 
tubes and other apparatus (as marked) 


The whole of the chemicals in bottles and jar 


Twenty-four Winchester quarts and quantity of empty jars and 
bottles 


A 4-ft. Oak Roll-Top Desk, by The Globe-Wernicke Co. 
A 8-ft. mahogany slope desk, 4 chairs and 1 stool 
An 8-day clock 


1 “International” Time Recorder with 5 oak card eases 
ain Passage) 


Lot 
261 
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General Office. 


A 5-ft. stained deal stationery cabinet with pair glazed sliding doors 
and nest of 8 drawers under 


The whole of the stationery in cabinet and cupboards 
A 4-ft. Oak Roll-Top Desk and fittings 
A “Smith-Premier ” Typewriter with 9” roll and cover 


Two quarto copying presses (no stands), letter balance and office 
sundries (as marked) 


Three arm and 8 small chairs, 2 umbrella stands and 2 rugs 
An electric heating stove and connections 


Highty-three fire extinguisher refills 


Private Office. 


A mahogany Kneehole Writing Table 6 ft. by 4 ft., top covered 
leather, fitted 6 drawers in frame and 12 in pedestals 

A 4’ 6” mahogany table fitted 2 drawers on turned legs 

Two mahogany-framed leather-covered revolving arm chairs 

One elbow and 2 high-back mahogany chairs, covered leather 

A 5’ 9” stained deal cabinet in 2 heights with glazed upper part 


A 5-drawer oak filing cabinet and a small nest of 7 drawers 


A steel Safe, by The Midland Safe Cv., 18" x 16" x 28" with 


3-bolt lock and key on cupboard stand and a japanned cash box 
Hat and umbrella stand and an oval mirror 


An adjustable drawing board on stand and a large mahogany 
T square 


The whole of the glass jars and botties in cabinet (and contents) 
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An electric heating stove and fittings 


A 3-light brass electrolier and fittings and a 2-light electric table 
lamp 


Mahogany stationery case, inkstand and office sundries (as marked) 


The double matchboarded and glazed partitioning to two sides of 
Laboratory 36 ft. run, aver. 12 ft. high, with 2 single doors; and 
the stained deal desks, benches, cupboards, shelving, racks, &e., 
as fitted to Offices, Laboratory and Stores (as marked) 

Two small gas fires, tank, gas and water piping and fittings in 
Laboratory, &c. (as marked) 


Stock and Stores. 
Cellulose (first quality) 3 bales (second quality) 1 bale (on first 


floor of Factory) at per cwt. 
Cotton assorted in large stack at per cwt. 
Bleached Stockinette in 19 bags at per cwt. 
Unbleached ditto in 80 bales and bags at per cwt. 
Assorted rags in bales and bags (in Stores) at per cwt. 
Old gunny and sacking in one large stack at per cwt. 
Waste paper in 6 sacks all at 
Assorted sweepings in one stack all at 
Bleaching Powder in 3 casks about 20 cwt. all at 
Ditto 
Ditto ) 
Bi-Sulphate of Soda in 2 casks about 10 ewt. all at 
Ditto 
Ditto 
Ditto 


Lot 
800 


301 


302 
303 
304 


305 
306 
307 
308 
309 
310 


311 
312 
313 
314 
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Earthenware acid piping and fittings in erate 


Bitumastic solution and ‘‘ Brimal” in 2 iron drums and “ Sapon ” 
soft soap in 3 wood kegs 


Powdered caustic soda (98 per cent.) in 4 casks about 14 cwt. all at 
Hydrochloric acid (commercial) in 10 carboys all at 


Aniline Black Dye in cask about 2 cwt. (in Office Stores) 


ati per lb. 
Fifty-four bars Laundry Soap in box at per bar 
Fifty-six ditto at per bar 
Fifty-seven ditto at per bar 
Forty smaller ditto at per bar 
Brown glazed wrapping paper, 20" < 80”,9 reams at per ream 


Blue ditto, 20” x 80”, 8 reams and blue tissue 18” x 28”, 4 reams 
at per ream 


Ten rolls thin white paper 12” wide 
New cotton gauze assorted and quantity absorbent cotton 
Assorted sanitary towels in 16 bales and sacks 


New 21” netting for laundry washing bags in 7 rolls 


END OF SALE. 
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NOTICE TO PURCHASERS. 


For the convenience of Buyers who May only desire to purchase a single lot and 
who do not wish to waste the day by attending the Sale, Messrs. FULLER, HORSEY, 
SONS & CASSELL will arrange to acquire same on their behalf if the orders are sent 
in on the subjoined form. A _ prior inspection is however necessary, and if the public 
view days are inconvenient, the lots may be inspected earlier by appointment. 


Date | 1919. 


To Messrs. FULLER, HORSEY, SONS & CASSELL, 
11, Billiter Square, London, E.C. 3. 


Please buy on our behalf at the Sale you are holding at the CELLULOSE 
Works of the SNowDEN FIBRE MACHINING CompANy, LIMITED, BALHAM RoaD, 
LowER EDMONTON, on NOVEMBER 28TH, 1919, all or any of the undermentioned 
Lots at or under the lunuts marked against same. 

‘We enclose. cheque Ses Ae oe A beng. 25 per cent. of-the 
estimated amount of the purchase money and in the event of your buying any Lots 
for us we undertake to pay for same and remove the goods in conformity with the 
Conditions of Sale. 

This: order 1s given on the understanding that on the one hand it is executed 
free of cost to ourselves and on the other hand that no responsibility whatever is 
to rest on you. 


Signature 


Address 


So a Re Limit 


Lot Description a nies 


Manufacturers seeking new or additional premises 


are invited to consult Messrs. 


Fuller, Horsey, Sons & Cassell, 


who have for over a century made a speciality 


of the disposal of Manufacturing Properties as > 


distinct from Residential. All properties are 
personally inspected, so that an applicant is 
protected from wasting his dine viewing 
entirely unsuitable premises. The Register is 
a complete record of the available Factories, 
Wharves, Warehouses and vacant sites in 


London and the country. 


OWNERS OF VAGANT MANUFACTURING PROPERTY 


are free to insert particulars in the Register, 


no charge being made unless business results. — 


11, BILLITER SQUARE, 
LONDON, E.C. 3. 


